
	 High work safety
	 Energy/time control 
	 Sample tubes from 100 to 800 ml
	 Method library
	 Electronic control unit
	 ISO 17025 compliant
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Overview of models:

TURBOTHERM – Infrared rapid digestion for maximum efficiency: up to twelve samples reach the boiling 
point reliably in just ten minutes – rapidly, safely and without boiling delay. With glass volumes of 100–800 ml 
and a practical storey frame including rack, suction and drip tray, the workplace becomes ergonomic and 
flexible.

	Fast and efficient
Rapid heating and cooling of samples saves time 
and increases laboratory efficiency – ideal even for 
small sample throughput. 

	Safe workspace
Well-designed safety features such as electrical 
protection, steam suction system, secure sample 
holder and integrated drip tray ensure maximum 
protection in everyday laboratory use. 

	 Ideal for difficult samples
Perfect for highly foaming or high-volume samples 
such as wastewater or sludge – reliable and 
controllable.

	Flexible and extendable
Compatible with suction systems such as 
TURBOSOG or VACUSOG for steam neutralisation 
and individually adaptable thanks to various insert 
racks.

	 Intelligent process control
With the optional temperature kit and heating 
chamber documentation, the digestion 
temperature is continuously recorded and 
documented in a traceable manner. 

Type Places Glass sizes

TTs 625 6 250 ml

TTs 125 12 250 ml

TTs 440 4 400 ml

TTs 480 4 800 ml

TTs 100 12 100 ml

TT SO2 4 800 ml


